3/716" STAINLESS STEEL
POP RIVET <12 REQUIRED>

378" CHERRY DRIVE RIVET
ALUMINUM GRIP RANGE
125 - 250 (8 REQD

2’ x 2
UNISTRUT POST

2" x 27 UNISTRUT POST

13/4" x 13/4" x 2'
SPLICE TUBE

1'-0*

NEW SIGN PANELS,
STREET SIGNS NO. I3-1
(BACK TO BACK)

2" x '
UNISTRUT POST

RIVETS AS REQURIED

DETAIL A

SECTION A - A

EI

CHERRY DRIVE RIVETS ALUMINUM (8 REQ)
/ 3/16" POP RIVET (TYP) (12 REQ.)

FACE OF CURB
2/

&

FINISHED GRAD E—\

9'=0" (MIN)

(

\\/

NEW STREET SIGN NO. I3-1, 2-PANELS (BK., TO BK»)
PER SIGN, 2-SIGNS PER INSTALLATION

1 x 13/4" x 1 3/4" SQ. UNISTRUT POST WITH
3/8 ' d HOLES e 1* CC.
SEE DETAIL A
ALL CONNECTIONS SHALL BE FASTENED WITH CHERRY
DRIVE RIVETS ALUMINUM, OR APPROVED EQUAL.

T —— 2" x 2' §Q, g#ISTRUT POST

10" MIN. LENGTH)

SEE TYP. POST MOUNT
W INSTALLATION DETAIL

POST MOUNTED STREET SIGN INSTALLATION-SPECIAL

4/1/98

REVISED
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